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Introduction
The FE-S5I0 (St

Cotereophonic-SIDD cartridge iz supplied
with the features

outlinsed in Figurse 1 below.
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Figure 1z Top wiew of FB-2ZHF

The FBE-SSID 4 compatible with both Commodore B4 and
Commodore 128 computers and is available in two wversions.

Ore iz desdigrned to support a 12Uolt 8521 2I0 while the
other iz desigred for oa SUolt 2520 SI0.

The FBE-SSID is not supplisd with a SI0 chip. & SI0D chip
nesds to be added to the FE-S5I0 before it can be used.

Fleasse ensure that the correct model 210D chip iz used.
Imstalling an SR80 210 into & FE-S2I0 cartridge designed
for- s BREE1L 210 will end up damaging the SI0D chip! Don”t
be afraid to ask for assistance.

The FBE-S25I0 dncludes an S-way DIF switch and T01-°002
Jumper used o configure the menory address of the FB-
Snlle The default memory address is $DEOO.
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A pass-through cartridge =lot is also incloded intendsd
for use with the Prophetfd cartridge. Howsuvera. other
cartridges like the Epysx Fastloader may also Function

when plugged into this slot.

I01/I02 Sjumper
Jumper JFL ds used to map the FE-S5I0 cartridges to
either I01 CRDEOO or I0Z2 CFDOFO0N.

When the jumper iz placed across pins 1 and & of JFls
the FE-SSID 4 mapped o menory address FOEO00 CTOLM.
Thiz i= the default configuration.

When the jumper iz placed across pins @ and 2 of JFls
the FE-S2I0 4 mapped o menory address $OF00 CTOZ3.

Fleaze ensure that the
e (lasa Frnphutt4’ i

= =1l plager or application
SI0 chip at the same dda ress

Hrwd o access the secord

ed by the FBE-S5I0
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Most Stereo 510 plagers will support FDEO0.

DO HOT change the I0 jumper setting thn fhu Commodors
computer 1s powered on. Always turn the compuoter OFF
before selecting the required configuration.

OIF Switches

The FE-SSID cartoridge inclodes an t—mﬁu OIF =switch that

can be used Lo map the FE-SSI0 o wvardous other memory

address locations. mhllw Jumper JPL maps the FE-S5I0 to
ither FD0Ex: or F0Fxx, the S-way DIF seditch is used to

zet the laszt two “ﬁlUu: of the address.

h;$

The FBE-SSID can be mapped to any of the Ffollowing memory
addreszses.

FOEOO FDEZ20 FDE40 FDEsD FDE=0 FDERD FDECO FDEED
FOFOO #0F20 20F40 F0Fe0 20F20 F0Fa0 #DFCO FOFED

Fim & of the DIFP zwitch is the one clossst to the = o )
of the circoit board. Fin 1 of the DIF switch is the one
clossest o the SID Ghip,
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The following table inclodes s list of all possible
configuration setitings.

Jumper S-way FB-S5I0
JP1 OIP Switch Address
Fims 1-2 Fim 1 = Down FOEED
Fins 2333435363F33 = Up
Fims 1-2 Fim 2 = Down F0ECO
Fins 1333433363?38 = Up
Fims 1-2 Fim 2 = [Down FOERD
Fin= 1333435353?35 = ﬂp
Fims 1-2 Fim 4 = Down (0E=0
Fins 1323333363?38 = Up
Fims 1-2 Fim & = Down *0Eel
Finz 1333334353?35 = ﬂp
Fims 1-2 Fim B = [Down FOE40
Fins 1333334353?35 = ﬂp
Fims 1-2 Fim & = Down F0E20
Fins 1323334333638 = Up
Fims 1-2 Fim 8 = [Down FOEOD
Fins 132333433363? = Up
Fim 1 = Down FOFED
Fins 2333435363F33 = Up
Fim 2 = Down FOFCO
Fins 1333433363?38 = Up
d Fim 2 = Down F0OFa0
Fins 1323433363?38 = Up
d Fim 4 = Down :0OFa0
Fins 1333335353?35 .
d Fim & = Down *0OFel
Fins 1333334353?35 = ﬂp
d Fim B = [Down (0OF40
Fins 1333334353?35 = ﬂp
d Fim & = Down (0OF20
Fin= 1333334353535 2
d Fim 8 = [Down F0OF0O0
Fins 132333435363? = Up

Fins 2=

Fins 2=

Fins 2=

Fins 2=

i
vl

Fins 2-

Fins 2=

Fins 2=

i
vl

Fins 2=

Table 1= FE-S5I0 Address Settings

OO MHOT change the DIF switch settings when the Commodors
computer iz powsred one Alwaygs turn the compuoter OFF
before selecting the required configuration.
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Installation and Setup
The FE-S2I0 comes fully assembled and ready fFor
CoOnnEction Do your computer.

1. Turn your computer of F before installing the FE-S5I0
into your computer's expansion port. To awodld damaging

wour Commodors cmmputurn OO0 MHOT dnsert the FE-SEI0 into
Lor computer wher 1it%s panrwd O

2o Configure the JFL jumper and DIF switch settings for
the desired memory address configuration for the FE-SSIDL

Ze Insert the appropriaste SI0 chip into the FE-S5I0 witch
pim 1 Cor the notchs of Thw 210 chip facing towards the
rear of the FE-S2ID cartridge as per figures 1.

Fleaze note that there are two versions of the FBE-55I0
available. One iz designed to support a 12Uodlc gRE21 21D
while the other iz designed for a SUolt 2E20 S5T0L

The FE-2SlD iz not supplied with a 510 chip. A 510 chip
mesds to be added to the FE-S5I0 before it can be used.

Flesse ensure that the correct model SI0D chip iz used.
Ingtalllnq arn =RE0 sT0 into & FE-SSID rarfrlde de_1QQWd
for- & BRE21L 210 will end up damaging the SI0 chip! Don”t
be afraid to ask for assistance.

4. If wusing a Propheted or other cartridge with the FBE-
2olls dmsert it into the FE-SS5I0D pa;;—*hruuqh slot with
the front of the cartridge Ffacing the FE-SSI0 gold edgs
COMPECTor .

B Flug the FE-SSID into the sxpansion port when th
cﬁmputer iz powesred off. Ens ure that the FE-SSI0
cartridge is foully inserted into The Commodors sxpansion
pnrf with the top side being uvpright as shown in figurs
1.

T

Bo Conmect the fudio-Out BECA socket From the FE-S55I0 to
the pudico-IM ECA socket on your stereo compuisr monltor
Ceage Lommodore 108450 or stereo amplifiser. This
rqulr““ an BECA dmale? to ECA dmalel sudio cable (not

Uppllwd'

o
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Troubleshooting

If there's no display or 3 blamk black screen when
powerding on the Commodore computer with the FE-S2ID
installed,; please check the Ffollowings

1. la=s the FE-S5I0 cartridge inserted correctly
into the Commodore expansion port? Turn the
computer of . HEeinsert the FE-S55I0 az per the
instructions incloded in the Installation and
Setup section of this User Guide.

2o If there's s cartridge plougged into the pas-
through slot; double-check the ordentation as per
the Installation and Setup section of this guide.
Fleaze note that some cartridges may conflict with
the FE-S5I0.

D 1E The correct version SID chip installed in
the ZID socket of the FBE-SISI0DY

Warnings Installing the wrong typs of SID may
CEHUSE Ermaresnt damagem

4. Iz the ZID chip installed with pin 1 facing

towards the rear of the FE-S5I0 as per figurs 17
Warrnings Incorrect installation of the SID chip
may cause pernansnt danage.

If there's no audio when playing a Stereo SID tune,
plesse ensure that the audio cable from the FE-SRID
cartridge is plugged into the correct Audico Indlime In
socket on the monitor or stereo amplifisr. Anothsr
possible cause may be that the memory address configured
on the FE-S2I0 differs o the one configured within the
audio software used on the Commodors 54128,

Don?t forgest that gouw must be using & Stereo SID plagsr
and Ste = =X

Many thanks for purchasing this product. Enjjoy!
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